
 TruPulse 200 X    
Weight: 382 g (13.5 oz)
Size: 13 x 5 x 11 cm  (5.2 x 2.1 x 4.5 in)
Environmental: Impact-, water- and dust-proof; IP 56 
Battery Type: (1) CR 123A
Battery Life: 12 hours of continuous use   
Power: 3.0 volts DC nominal 
Eye Safety: FDA Class 1 (CFR 21)
Temperature: -20° to 60° C (-4° to 140° F)
Optics:  7X magnification with field of view:  

100 m @ 915 m away (330 ft @ 3,000 ft)
Display: In-scope LED
Units: Feet, Yards, Meters, and Degrees
Communication: RS232 serial port and Bluetooth®

Mount:  Monopod/tripod (1/4 in–20 female thread)
Measurement Max to non-reflective targets:1,600 m (5,200 ft)
Range: Max to reflective targets: 2,500 m (8,200 ft)
 Minimum range: 0.0 m (0.0 ft)
 Inclination: ± 90°
Accuracy: Distance: ± 4 cm (2 in) to typical targets
                                     ± 4 to 30 cm (2 to 12 in) to very distant and
 weak targets
 Inclination: ± 0.1°; typical      

Note: All specifications are subject to change without notice. (Rev. 9.12)
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TruPulse® 200 X

1-sHoT Hd Mode:

2-sHoT HeigHT: 3-sHoT HeigHT:

2-sHoT Missing line:

Measured by TruPulse:

Calculated by TruPulse:

        = Continuous Mode   = Closest Mode

       = Farthest Mode                          = Filter/Reflector Mode

HD = Horizontal Distance             SD = Slope Distance

VD = Vertical Distance        HT = Height

INC = Inclination         ML = Missing Line

eXTreMely accuraTe & rugged.
The TruPulse® 200 X offers increased accuracy with both the 
range and tilt sensor. It calculates distance, height and 2D 
missing line solutions with professional-grade precision and 
offers extra protection for harsher work conditions. 

Key feaTures: 
- Produces +/- 4 cm (2 in) range accuracy and
  +/- 0.1° inclination accuracy
- Illuminated LED in-scope data display
- Inclination can be displayed as both   
  degrees and percent slope 
- Bluetooth® and serial communication

The 7-power magnified scope has
an illuminated LED display that clearly
shows all your measurement values and
targeting modes under any lighting condition. 

Note:  The TruPulse 200 X will be available 1st Quarter of 2013.


